
TIGER CS20

Uyarlanabilir frekans ile 300 metreden
iletişim

Tek tuşla eşleştirme

DPM okumayı destekler

Otomatik veri depolama.

3 saatlik şarj ile 90 saat çalışma süresi

Düşmeye dayanıklı

Kablolu 1D Barkod Okuyucu

Support po�nt-to-po�nt and mult�-po�nt data transm�ss�on

Work�ng range reaches up to 100 meters

Support batch mode capab�l�ty (30,000 UPC-A barcodes)

Styl�sh and ergonom�c des�gn, small base saves �nstallat�on space

Read all common 1D/2D barcodes from paper labels and

electron�c screens

Bu�lt-�n rechargeable & replaceable battery, one full charge

supports scann�ng for 46 hours or standby for 4.5 days

Basılı etiketlerden tüm 1D barkodları okuyabilme

Tak-Çalıştır arayüzü sayesinde farklı sistemlere

kolayca uyum sağlayabilme

8 milyon tıklama üzeri tetik ömrü

Benzersiz tetik tasarımı,

çok rahat çalışma anlayışı.

1D barkodlarda yüksek performanslı

hızlı ve doğru okuma

Düşmeye ve darbelere dayanıklı



TIGER CS20 Teknik Özellikler

170mmﾗ70mmﾗ83mm; Cradle: 213mmﾗ97mmﾗ75mm

222 g; Cradle: 189 g

Straight 2.0 m

Gray

LED, Beeper

Handheld

Manual (reading special barcode)

Using Flash Utility software, while a cradle unit is required

100 meters (open air)

430.0～431.9 MHz , 433.3～434.7 MHz with adaptive frequency hopping

DC 5 ｱ 0.25 V

Handheld unit: 20mA (standby), 350 mA (working)

Cradle: 60 mA (working), 500 mA (charging, maximum)

1400 mAh Lithium-ion battery

Charge Time 4 hours

Standby Time 4.5 days

46 hours (1 scan per 5 seconds)

1280×800 pixels

Horizontal: 42°, vertical:26.5°

±70°, ±75°, 360° (Skew, Pitch, Roll)

20% minimum reflectance difference

SR: 1D (Code 39): 4mil, 2D (PDF417): 6.7mil

HD: 1D (Code 39): 3mil, 2D (QR): 5mil

All common 1D/2D paper barcodes and mobile barcodes

4mil Code 128 (9 chars) 55mm-106mm

13mil UPC (6 chars) 0mm-335mm

20mil Code39 (1 char) 8mm-480mm

6.7mil PDF417 (20 chars) 37mm-145mm

10mil QR (20 chars) 0mm-168mm

20mil QR (20 chars) 0mm-345mm

0° to 50°C (32° to 122°F), operating; -40° to 60°C (-40° to 140°F), storage

5% to 95% (non-condensing)

EMC: EN55022, EN55024 | Electrical Safety: EN60950-1 | Photobiological Safety:

EN62471:2008 | Illumination: 0~100,000 LUX | Protection Class: IP51

Drop Resistance: Withstands multiple 1.5 m (5 ft.) drops to concrete

Physical Characteristics

Dimensions Handheld unit:

Weight Handheld unit:

Cable 

Color 

Indicator

Operating Mode

Programming Method

Program Upgrade

Communication Characteristics

Working Range

Radio Link

Electrical Characteristics

Input Voltage

Current

Battery 

Charge Time 6 hours

Standby Time 6.5 days

Operating Time

Performance Characteristics

Image Size

Field of View

Scanning Angle

Print Contrast

Minimum Resolution

Decoding Capability 

Decoding Depth

Environmental Characteristics

Temperature

Humidity

Safety

Specifications

Type of illuminant 650nnm laser(visible)

Operation Manual

Depth of scan field 10-800mm

Decode speed 120 times/second

Precision 0.076mm (3 mil)

Decode error rate Less than 1/8 million

Supported interfaces USB (standard), RS232 (optional)

Scan angle Yaw(Skew)45°& Pitch60°

Decode
Capability

Code 39,Full ASC II,Code bar,Industrial 2 of 5,Interleave 2 of 5

,Matrix 2 of 5,Code 128,Code 32,Standard code 39, EAN-8,

EAN-13, EAN-128, CODE 11, CODABAR, CODE 93, GS1 (databar

and 128),

,MSI,,UPCA&E,Plessey,Databar14,TELEPE

Eelectrical

Power
voltage DC 5V

Working current 80mA

Rated

power consumption 0.4W

Environmental

Operating humidity 5%-85%

Storage
humidity 5%-85%

Operating temperature -20°C-50°C

Storage
temperature -20°C-50°C

scanner × 1

User's
guide × 1

cable
× 1

scanner 1pc/box;

165*65*90mm, 235g;
190mm ×115mm
×85mm;

220g

Inner Box
50 sets/ctn;14kg/ctn;

600mm×450mm×420mm

Carton 10500pcs; 150ctns

20FT 7500pcs; 150ctns

Container 23800pcs; 325ctns

Certifications

Işık türü

Operasyon

Tarama alanı bölümü

Kod Çözme Hızı

Kesinlik

Kod çözme hata oranı

Desteklenen arayüzler

Tarama açısı

Kod Çözme Yeteneği

Giriş gerilimi

Akım

Güç Tüketimi

Elektriksel özellikler

Çevresel özellikler

Özellikler

Çalışma Nemi

Depoloma Nemi

Çalışma Sıcaklığı

Saklama Sıcaklığı

Paket İçeriği

Barkod Okuyucu

Kullanıcı Klavuzu

Kablo

650 nm lazer

Manuel

10-800mm

Saniyede120

0.076 mm ( 3 mil )

Miyonda 1/8

USB , Rs232 ( Opsiyonel )

45 & 60

Code 39, Full ASC II, Code bar, Industrial 2 of 5, Interleave 2 of 5,

Matrix 2 of 5, Code 128, Code 32, Standard code 39, EAN-8,

EAN-13, EAN-128, Code 11, Codebar , Code 93, GS1,MSI,

UPC-A, UPC-E, Plessey, Databar14, Telepe

DC 5 V

80 mA

0.4 w

5% - 85%

5% - 85%

-20 C - 50 C

-20 C - 50 C
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